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1
BARCODE DECODING

RELATED APPLICATIONS

U.S. Patent Application entitled “SYSTEMS AND
METHODS FOR TRACKING OPTICAL CODES,” naming
inventors Ivan A. Bachelder and James A. Negro, filed on the
same day as this patent application, is hereby incorporated
herein by reference in its entirety.

TECHNOLOGICAL FIELD

The present technology relates generally to barcode decod-
ing and, more specifically, to decoding a barcode based on
multiple images of the barcode.

BACKGROUND

Barcodes are commonly used for marking items for iden-
tification. For example, barcodes are used for marking a prod-
uct or part to permit identification of the product or part and
retrieval of information about the product or part. As another
example, barcodes can be used to mark packages to facilitate
automated tracking and sorting of the packages during ship-
ment. A barcode can identify a package, allowing for a track-
ing and sorting system to retrieve information about the pack-
age, such as the shipping address, destination address, etc.,
and use that information for routing the package.

There are several widely used barcode standards. A bar-
code standard provides a mapping between barcodes con-
forming to the standard and the data encoded by the barcodes.
For example, some barcode standards (e.g., linear or one
dimensional barcode standards) utilize a sequence of bars and
spaces of various widths to encode data. Examples of such
standards include Codabar, Code 39, and Code 128. Refer-
ring to Code 128 as an example, Code 128 uses a sequence of
bars and spaces to encode numeric or alphanumeric charac-
ters. For example, a unique pattern of bars and spaces of
particular widths encodes, e.g., the character ‘A.” Similarly,
other unique patterns of bars and spaces encode the remainder
of the characters Code 128 can represent. A bar or space can
be referred to as an element. In Code 128, an element can be
1, 2, 3, or 4 modules wide. The encoding for each character
consists of six elements: three black bars and three white
spaces. Encodings for multiple characters can be concat-
enated to form a barcode encoding a string of characters.
Some barcode standards utilize 2 dimensional codes, e.g.,
consisting of a two dimensional array of white, black, and/or
color blocks or shapes. Examples of such barcode standards
include Code 1 and QR Code. More generally, a barcode can
be a machine-readable set of elements that encode data.

Barcodes can be read by barcode readers. Barcode readers
can utilize, for example, lasers, line scan cameras, and/or area
scan cameras to capture images of barcodes. The barcode
reader can then analyze the elements in the barcode and
convert the elements into the represented data using the map-
ping provided by the barcode standard. This process can be
referred to as decoding. In some instances, barcode readers
can capture a portion of the barcode in a given image. For
example, in an application where a barcode reader reads
barcodes on packages moving past the scanner on a conveyor
belt, the barcode scanner might capture only a portion of a
particular barcode in a single image. If only a portion of the
barcode appears in the image, the barcode reader might not be
able to decode the entire barcode.

SUMMARY OF THE TECHNOLOGY

Accordingly, there is a need for barcode reading technol-
ogy that can utilize multiple images, each containing at least
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2

aportion of a barcode, to decode the barcode. The technology
disclosed herein can facilitate reading a barcode based on
multiple partial images of the barcode by combining or stitch-
ing together the barcode data extracted from the partial
images. Beneficially, the technology can be used in applica-
tions where barcode readers might not capture images of the
complete barcode, such as when the barcodes are in motion
relative to the barcode reader.

In one aspect, there is a barcode reading system for decod-
ing atleasta portion of a barcode. The barcode reading system
includes a barcode scanner. The barcode reading system
includes a signal processor connected to the barcode scanner.
The signal processor is configured to store first integrated
sub-character barcode feature evidence for the barcode, the
first integrated sub-character barcode feature evidence
including evidence for a first plurality of possible sub-char-
acter barcode feature interpretations for a first plurality of
sub-character barcode features of the barcode. The signal
processor is configured to acquire, from the barcode scanner,
afirst scan signal for at least a first portion of the barcode. The
signal processor is configured to extract, from the first scan
signal, sub-character barcode feature measurements for a sec-
ond plurality of sub-character barcode features. The signal
processor is configured to determine first sub-character bar-
code feature evidence for the second plurality of sub-charac-
ter barcode features based on the sub-character barcode fea-
ture measurements for the second plurality of sub-character
barcode features, the first sub-character barcode feature evi-
dence including evidence for a second plurality of possible
sub-character barcode feature interpretations for the second
plurality of sub-character barcode features. The signal pro-
cessor is configured to determine whether a first portion of the
first integrated sub-character barcode feature evidence corre-
sponds to a second portion of the first sub-character barcode
feature evidence. The signal processor is configured to inte-
grate the first sub-character barcode feature evidence into the
first integrated sub-character barcode feature evidence if the
first portion of the first integrated sub-character barcode fea-
ture evidence corresponds to the second portion of the inte-
grated sub-character barcode feature evidence. The signal
processor is configured to determine one or more character
values from the first integrated sub-character barcode feature
evidence.

In some embodiments, the first integrated sub-character
barcode feature evidence is first integrated element evidence,
the first integrated element evidence including evidence for a
first plurality of possible element interpretations for a first
plurality of elements. In some embodiments, the first inte-
grated sub-character barcode feature evidence is first inte-
grated edge-to-similar-edge feature evidence, the first inte-
grated edge-to-similar-edge feature evidence including
evidence for a first plurality of possible edge-to-similar-edge
feature interpretations for a first plurality of edge-to-similar-
edge features. In some embodiments, the first integrated sub-
character barcode feature evidence is first integrated module
location evidence, the first integrated module location evi-
dence including evidence for a first plurality of possible mod-
ule location interpretations for a first plurality of module
locations. In some embodiments, the first integrated sub-
character barcode feature evidence is first integrated charac-
ter evidence, the first integrated character evidence including
evidence for a first plurality of possible element interpreta-
tions for a first plurality of elements associated with a char-
acter of the barcode.

In some embodiments, the barcode scanner is a camera. In
some embodiments, the barcode scanner is a laser scanner. In
some embodiments, the signal processor is configured to
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determine the first sub-character barcode feature evidence for
the second plurality of sub-character barcode features based
on the sub-character barcode feature measurements for the
second plurality of sub-character barcode feature by applying
one or more evidence functions to each of the sub-character
barcode feature measurements. In some embodiments, the
signal processor is configured to determine whether a first
portion of the first integrated sub-character barcode feature
evidence corresponds to a second portion of the first sub-
character barcode feature evidence by calculating a correla-
tion between the first integrated sub-character barcode fea-
ture evidence and the first sub-character barcode feature
evidence. In some embodiments, the first plurality of possible
sub-character barcode feature interpretations for a first plu-
rality of sub-character barcode features of the barcode
includes all possible sub-character barcode feature interpre-
tations for the first plurality of sub-character barcode features.

In another aspect, there is a method performed by abarcode
reading system for decoding at least a portion of a barcode.
The method includes storing, by the barcode reading system,
first integrated sub-character barcode feature evidence for the
barcode, the first integrated sub-character barcode feature
evidence including evidence for a first plurality of possible
sub-character barcode feature interpretations for a first plu-
rality of sub-character barcode features of the barcode. The
method includes acquiring, by the barcode reading system,
from a barcode scanner, a first scan signal for at least a first
portion of the barcode. The method includes extracting, by
the barcode reading system, from the first scan signal, sub-
character barcode feature measurements for a second plural-
ity of sub-character barcode features. The method includes
determining, by the barcode reading system, first sub-char-
acter barcode feature evidence for the second plurality of
sub-character barcode features based on the sub-character
barcode feature measurements for the second plurality of
sub-character barcode features, the first sub-character bar-
code feature evidence including evidence for a second plu-
rality of possible sub-character barcode feature interpreta-
tions for the second plurality of sub-character barcode
features. The method includes determining, by the barcode
reading system, whether a first portion of the first integrated
sub-character barcode feature evidence corresponds to a sec-
ond portion of the first sub-character barcode feature evi-
dence. The method includes integrating, by the barcode read-
ing system, the first sub-character barcode feature evidence
into the first integrated sub-character barcode feature evi-
dence if the first portion of the first integrated sub-character
barcode feature evidence corresponds to the second portion of
the integrated sub-character barcode feature evidence. The
method includes determining, by the barcode reading system,
one or more character values from the first integrated sub-
character barcode feature evidence.

In some embodiments, the first integrated sub-character
barcode feature evidence is first integrated element evidence,
the first integrated element evidence including evidence for a
first plurality of possible element interpretations for a first
plurality of elements. In some embodiments, the first inte-
grated sub-character barcode feature evidence is first inte-
grated edge-to-similar-edge feature evidence, the first inte-
grated edge-to-similar-edge feature evidence including
evidence for a first plurality of possible edge-to-similar-edge
feature interpretations for a first plurality of edge-to-similar-
edge features. In some embodiments, the first integrated sub-
character barcode feature evidence is first integrated module
location evidence, the first integrated module location evi-
dence including evidence for a first plurality of possible mod-
ule location interpretations for a first plurality of module

25

30

35

40

45

4

locations. In some embodiments, the first integrated sub-
character barcode feature evidence is first integrated charac-
ter evidence, the first integrated character evidence including
evidence for a first plurality of possible element interpreta-
tions for a first plurality of elements associated with a char-
acter of the barcode.

In some embodiments, the barcode scanner is a camera. In
some embodiments, the barcode scanner is a laser scanner. In
some embodiments, the method includes applying, by the
barcode reading system, one or more evidence functions to
each of the sub-character barcode feature measurements. In
some embodiments, the method includes calculating a corre-
lation between the first integrated sub-character barcode fea-
ture evidence and the first sub-character barcode feature evi-
dence. In some embodiments, the first plurality of possible
sub-character barcode feature interpretations for a first plu-
rality of sub-character barcode features of the barcode
includes all possible sub-character barcode feature interpre-
tations for the first plurality of sub-character barcode features.

Other aspects and advantages of the present technology
will become apparent from the following detailed descrip-
tion, taken in conjunction with the accompanying drawings,
illustrating the principles of the technology by way of
example only.

BRIEF DESCRIPTION OF THE DRAWINGS

The foregoing and other objects, features, and advantages
of'the present technology, as well as the technology itself, will
be more fully understood from the following description of
various embodiments, when read together with the accompa-
nying drawings, in which:

FIG. 1 depicts a machine vision system.

FIG. 2 depicts a complete barcode.

FIG. 3 depicts a partial barcode.

FIG. 4 depicts a partial barcode.

FIG. 5 depicts a flowchart illustrating a method of decod-
ing according to an embodiment of the technology.

FIG. 6 illustrates exemplary element evidence for elements
after the element evidence has been extracted for a scan line.

FIGS. 7A-7C illustrate integrated character evidence.

FIG. 8 illustrates exemplary element evidence for elements
after the element evidence has been extracted for a scan line.

FIG. 9 illustrates the correspondence between integrated
character evidence and character evidence.

FIG. 10 depicts a flowchart illustrating a method of decod-
ing.

FIG. 11 depicts a flowchart illustrating an implementation
of'a step of FIG. 10.

FIGS. 12A-12C illustrate element evidence for elements
after the element evidence has been extracted and integrated
for scan lines.

FIG. 13 illustrates the integrated element evidence for ele-
ments after the element evidence for three scan lines has been
extracted and integrated.

FIG. 14 illustrates integrated element evidence from partial
barcodes.

DETAILED DESCRIPTION

The technology can read a barcode based on multiple par-
tial images of the barcode by combining the evidence of the
barcode extracted from the multiple partial images. For
example, if a first image captures the first %5 of a barcode and
a second image captures the last %3 of a barcode, the technol-
ogy can facilitate combining the evidence of the barcode from
the two images such that the entire barcode can be decoded.
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In some embodiments, the technology can comprise a
machine vision system for reading barcodes. As an example
of the system in operation, the system can capture with a
camera a first image of a first portion of the barcode (e.g., the
first 5 of the barcode) and a second image of'a second portion
of the barcode (e.g., the last 24 of the barcode). The system
can analyze the first portion of the barcode to determine
information about the character elements that are present in
the first portion of the barcode. For example, for a linear
barcode, the system can scan in a line across the first portion
of the barcode to determine information about the sequence
of'elements (e.g., bars and spaces) and each element’s respec-
tive width (e.g., its width in element modules). In many com-
mon applications, the image of the portion of the barcode can
be blurry due to a variety of factors (e.g., motion of the code
relative to the camera, pixilation, camera artifacts, barcode
printing errors, etc.). As a result, a particular element may not
appear to be an exact integer number of element modules
wide, making interpreting that element based on a single scan
difficult. To address this, in part, the technology can collect
evidence of each element’s width, where the evidence can be
apportioned between multiple possible interpretations of the
element’s width. For example, a given element can appear to
be midway between two modules wide and three modules
wide. In such a case, the technology can apportion equal
evidence to an interpretation of that element as two modules
wide and an interpretation of that element as three modules
wide.

The system can perform multiple scans of the first portion
of the barcode to collect further evidence of the possible
interpretations of each element, and integrate the evidence
from all the scans to form integrated evidence of each
element’s possible interpretation. For example, after multiple
scans, there can be some evidence indicating a particular
element is two modules wide, some evidence indicating it is
three modules wide, and some evidence indicating it is four
modules wide. As another example, substantially all of the
evidence for another element can indicate it is one module
wide. The system can similarly collect evidence for each
possible interpretation of each element in the second portion
of'the barcode from the second image by performing multiple
scans and integrating the evidence.

In some embodiments, the system can combine the evi-
dence from the first portion of the barcode from the firstimage
and the second portion of the barcode from the second image.
The system can determine if the first portion of the barcode
and the second portion overlap. In the example discussed
above, the first portion of the barcode and the second portion
of the barcode would overlap because they both include the
middle 14 of the barcode. The system can determine if the first
portion of the barcode and second portion overlap by com-
paring the evidence of the elements’ possible interpretations
to look for matching sequences of elements and/or groups of
elements forming characters in both portions of the barcode.
Beneficially, the technology permits performing this com-
parison between the barcode portions on the basis of the
integrated evidence of each element’s possible interpreta-
tions, rather than a potentially incorrect single interpretation
of'an element’s width (or a potentially incorrect interpretation
of a collection of elements as a particular character).

Generally, the technology can be used to collect integrated
evidence of a plurality of possible interpretations of any sub-
character barcode features. For example, evidence can be
collected and integrated for all possible interpretations (or a
subset thereof) of a barcode element in a multi-width stan-
dard. For each element, evidence for an interpretation of each
possible width can be collected and integrated. As another
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example, evidence can be collected and integrated for all
possible interpretations of a barcode element in a two-width
barcode standard. For each element, evidence for an interpre-
tation of wide and an interpretation of narrow can be collected
and integrated. As another example, evidence for each pos-
sible edge-to-similar-edge distance can be collected and inte-
grated. In the case of Code 128, for example, since each
character consists of three bars and three spaces, and each
element can be one, two, three, or four elements wide, evi-
dence for each of the following interpretations can be col-
lected and integrated for each edge-to-similar-edge measure-
ment: an interpretation of two, three, four, five, six, seven, or
eight modules wide. As still another example, evidence of
whether each module location is part of a bar or space can be
collected and integrated. For example, evidence can be appor-
tioned to the possible interpretations for that module based on
where the signal for the module location falls within the
reflectance range of the barcode.

The technology can be employed in a variety of applica-
tions. FIG. 1 depicts machine vision system 100. Machine
vision system 100 includes machine vision processor 105.
Machine vision processor 105 can be a computing device
configured in accordance with the technology. Machine
vision processor 105 is connected to camera 110 such that, for
example, machine vision processor can receive image data for
images captured by camera 110. Machine vision system 100
includes conveyor belt 115. In operation, an object bearing a
barcode, such as package 120, can be placed on conveyor belt
115. Conveyor belt 115 can convey package 120 in the direc-
tion of arrow 125 through field of view 130 of camera 110. As
package 120 passes through field of view 130, camera 110 can
capture a plurality of images of package 120 and its barcode.
As illustrated, the barcode on package 120 can be partially in
field of view 130, resulting in only a portion of the barcode
appearing in an image captured by camera 110. In accordance
with the technology, machine vision processor 105 can use
evidence collected from multiple partial images of the bar-
code on package 120 to decode the full barcode. It should be
appreciated that other machine vision systems are envisioned
in accordance with the technology. For example, the technol-
ogy can be embodied in handheld barcode readers, machine
vision cameras with integrated machine vision processors,
etc.

FIG. 2 depicts complete barcode 205. Complete barcode
205 is a complete barcode conforming to the Code 128 stan-
dard. Barcode 205 encodes the character string “abc123,” and
includes additional information required by the Code 128
standard. FIG. 3 depicts partial barcode 305. Partial barcode
305 is a first portion of complete barcode 205. Box 210 of
FIG. 2 shows the portion of complete barcode 205 corre-
sponding to partial barcode 305. Partial barcode 305 is made
up of a plurality of elements (e.g., elements 310a-310w).
Each element in partial barcode 305 is either a bar or a space
with a width 1-4 times the module width. FIG. 4 depicts
partial barcode 405. Partial barcode 405 is a second portion of
complete barcode 205. Box 215 of FIG. 2 shows the portion
of complete barcode 205 corresponding to partial barcode
405. Partial barcode 405 is made up of a plurality of elements
(e.g., elements 410a-410w). Each element in partial barcode
405 is either a bar or a space with a width 1-4 times the module
width.

FIG. 5 depicts flowchart 500 illustrating a method of
decoding according to an embodiment of the technology. At
step 510, an image of a barcode is acquired. For example, an
image depicting partial barcode 305 can be acquired. At step
512, a scan signal is acquired from the image. For example,
the techniques for extracting a scan signal described in U.S.
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Patent Publication US2013/0163876, titled “Methods and
Apparatus for One-Dimensional Signal Extraction™ and filed
Dec. 23, 2011, the contents of which are hereby incorporated
by reference, can be used for extracting the scan signal from
the image. With respect to partial barcode 305, a scan along
scan line 315 can be performed to acquire a scan signal for
scan line 315.

At step 515, element evidence is extracted from the scan
signal. Element evidence can be, e.g., a set of numbers indi-
cating an amount of evidence in favor of one or more possible
interpretation of an element. For example, element evidence
can be extracted for each element in partial barcode 305. In
the case of partial barcode 305, each element can be inter-
preted as one, two, three, or four modules wide.

The elements’ widths in modules (e.g., the width of the
element in a multiple of the module width) can be determined
by analyzing the scan signal. Conventional techniques known
to those of'skill in the art can be used to identify the edges of
the bars and spaces (e.g., the elements) and their respective
widths. Various techniques can be used to determine the
widths of the elements in modules. The module width can be
estimated based on the start or stop character. In some
embodiments, the technology can include grouping the ele-
ments by character. For example, in Code 128, a character
(excluding the stop character) is composed of three bars and
three spaces. The technology can search for either a start
character or a stop character in the image, and then associate
groups of elements with character positions in the barcode
(e.g., without assigning a final character value to the group of
character elements).

In some embodiments, print growth can be accounted for
when determining the widths of the elements in modules.
Print growth can refer to the expansion or contraction of the
bars due to how the barcode is printed or formed. Techniques
known in the art can be employed to estimate print growth. In
some approaches, the technology can estimate print growth
by measuring the distance between edge and similar edge
(e.g., the distance between the beginning of a bar and the
beginning of the next bar and/or the distance between the
beginning of a space and the beginning of the next space) as
well as the width of each module. The technology can attempt
to decode the groups of elements based on these measure-
ments, selecting a print growth factor that results in the most
successful decoding of the most characters (e.g., the most
characters conform to the standard). The measurements of the
elements can then be adjusted by the estimated print growth
factor (e.g., by subtracting the print growth factor from the
measurements of the bars and adding the print growth to the
measurements of the spaces).

As noted above, various factors can affect the visibility of
character elements in the image. In some cases, one or more
elements might not be visible. For example, one of the bars
might not be visible due to lighting, such that it appears that
the bar is a part of its adjacent spaces. The technology can
account for this by calculating an estimated width for each
character, e.g., based on the edge-to-edge elements. Charac-
ters for which it appears elements are missing can be excluded
when collecting element evidence. Beneficially, the technol-
ogy can then determine where the next character should begin
without relying solely on counting bars and spaces to find the
boundaries of each character.

The width of each element (e.g., adjusted as described
above) can be divided by the module width to determine the
width of the element in modules. This calculation can account
for print growth and non-visible elements as described above.
In some instances an element may not be an integer number of
modules wide. For example, the measured width of an ele-
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ment can be between two and three modules wide. In some
embodiments, evidence can be apportioned between the pos-
sible interpretations of the element. For example, in some
embodiments, a total of 1.0 units of evidence can be appor-
tioned between the possible interpretations of the element.
Various approaches of apportioning evidence between pos-
sible interpretations are contemplated. For example, in the
case of Code 128, each element can be one, two, three, or four
modules wide. An evidence function can be defined for each
possible interpretation. As an example, the following piece-
wise evidence function can provide the evidence (E) for each
possible interpretation within a multi-width barcode:

E=0, if IW=-11>=1-T
E=1, if IW-I1<=T

E=1-1W-1\-T/I-2T, if T<|W-1I<1-T

Where:
W is the measured width of the element in modules;
1 is the integer number of module widths for the interpre-
tation; and
T is the tolerance required by the barcode specification
(e.g., 0.1 if the standard requires a 10% tolerance per
element).
The exemplary piece-wise function can be evaluated for each
possible interpretation of the element. For example, in the
case of Code 128, the evidence function can be evaluated for
the interpretation of the element as one module wide (e.g.,
1=1), two modules wide (e.g., [=2), three modules wide (e.g.,
1=3), and four modules wide (e.g., [=4). As another example,
the following piece-wise evidence function can provide the
evidence (E) for each possible interpretation for a two-width
barcode:

E=0, if IW-I>=(N-1)-T
E=1,if IW-II<=T

E=1-|W-I-T/(N-1)-2T, if T<|W-II<(N-1)-T

Where:
W is the measured width of the element in modules;
1 is the fractional number of module widths for the inter-
pretation;
N is the wide-to-narrow element ratio, and
T is the tolerance required by the barcode specification
(e.g., 0.1 if the standard requires a 10% tolerance per
element).
The exemplary piece-wise function can be evaluated for each
possible interpretation of the element. For example, in the
case of Code 39, the evidence function can be evaluated for
the interpretation of the element as a narrow element (e.g.,
1=1), and a wide element (e.g., [=N). Other evidence func-
tions are anticipated. For example, the apportionment
between two interpretations is not required to be linear.
FIG. 6 illustrates exemplary element evidence 610a-610w
for elements 310a-310w after the element evidence has been
extracted for scan line 315. The four numbers shown for each
element indicate the amount of evidence for interpreting the
element as one module wide, two modules wide, three mod-
ules wide, and four modules wide. For example, element
evidence 6104 for element 310a shows 1.0 units of evidence
for interpreting element 3104 as one module wide (e.g., indi-
cating the module 310a was measured at nearly exactly one
module wide). Element evidence 6105 for eclement 3105
shows 0.5 units of evidence for interpreting element 3105 as
3 modules wide and 0.5 units of evidence for interpreting
element 3106 as 4 modules wide (e.g., indicating that module



US 9,361,499 B2

9

3105 was measured at approximately 3.5 modules wide along
scan line 315). Similar element evidence can be collected for
each other element in the image.

Atstep 520, character evidence is formed from the element
evidence. For example, the element evidence can be grouped
by character position based on the determinations described
above. With reference to FIG. 6, element evidence 610e (cor-
responding to element 310¢), element evidence 610f (corre-
sponding to element 310f), element evidence 610g (corre-
sponding to element 310g), element evidence 6104
(corresponding to element 310/), element evidence 610i
(corresponding to element 3107), and element evidence 610
(corresponding to element 310j) form character evidence
615a, representing the character at the third position in partial
barcode 305. Element evidence 6104-610p (corresponding to
elements 3104-310p) form character evidence 6155, forming
the character at the fourth character position in partial barcode
305. Flement evidence 6104-610v (corresponding to ele-
ments 3104-310v) form character evidence 615¢, forming the
character at the fourth character position in partial barcode
305. Character evidence can be formed for the remaining
characters in partial barcode 305 in a similar manner.

At step 525, it is determined whether a correspondence
exists between the character evidence and the integrated char-
acter evidence. In the illustrated example, character evidence
6154-615c is the first character evidence extracted. Accord-
ingly, there is no stored integrated evidence with which to
determine a correspondence. At step 530, the method pro-
ceeds to step 535 as if a correspondence is found. FIGS.
7A-7C illustrate integrated character evidence 715a-715¢. At
step 535, character evidence 615a-615¢ can be stored as the
integrated character evidence 715a-715¢, as illustrated in
FIG. 7A. At step 545, the technology can decode the barcode
based on the integrated character evidence, using, for each
element, the element interpretation with the greatest evi-
dence. In some embodiments, decoding can be unsuccessful
if character evidence has not been collected for the entire
barcode. In some embodiments, the technology can calculate
a confidence score based on the element evidence. The tech-
nology can, for each element, subtract the evidence for the
interpretation with the second most evidence from the inter-
pretation with the most evidence to determine the confidence
score for the element. For example, if an element has 2.4 units
of evidence for an interpretation of that element as two mod-
ules wide and 0.9 units of evidence for an interpretation of
that element as one module wide, the confidence metric for
that element can be 1.5. In some embodiments, the confidence
score for a barcode is equal to the confidence for the element
of the barcode with the lowest confidence score. In some
embodiments, when character evidence for each character in
the barcode has been collected, decoding can fail when the
confidence score for the barcode is less than a pre-determined
threshold (e.g., a threshold of 1.5). In the illustrated instance,
decoding can fail because character evidence has been col-
lected for only a portion of complete barcode 205.

At step 550, the method proceeds to step 560 because
decoding was not completed. At step 560, it is determined
whether there are additional lines to scan in the current image.
With respect to partial barcode 305, scan lines 320 and 325
remain. If there are additional scan lines, at step 560 the
method can proceed to step 512. At step 512, a scan signal is
acquired from the image. For example, with respect to partial
barcode 305, a scan signal for scan line 320 can be acquired as
described above. At step 515, element evidence is extracted
from the scan signal. For example, with respect to partial
barcode 305, element evidence can be extracted from the scan
signal for scan line 320 as described above.
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At step 520, character evidence is formed from the element
evidence. For example, the element evidence from the scan
along scan line 320 can be grouped by character position
based on the determinations described above. At step 525, it is
determined whether a correspondence exists between the
character evidence and integrated character evidence. In the
illustrated example, the characters evidence from the scan
along scan line 320 corresponds to integrated character evi-
dence 715a-715¢ due to the evidence being extracted from the
same image. In some embodiments, the normalized correla-
tion can be calculated for the character evidence and inte-
grated character evidence to determine the correspondence,
as described below. At step 530, the method proceeds to step
535 due to the correspondence found. At step 535, the char-
acter evidence is integrated into the integrated character evi-
dence. In some embodiments, integration can include adding
the evidence of possible interpretations for each element.
FIG. 7B illustrates integrated character evidence 715a-715¢
after the element evidence for scan line 320 has been inte-
grated. As illustrated, each element has a total of 2.0 units of
evidence spread across one or more possible interpretations
for the element.

In some embodiments, the element evidence from a scan
line can be weighted to increase or decrease its effect on the
integrated character evidence. For example, a scan quality
factor can be calculated. In some embodiments, the difference
between the amount of evidence for the interpretation with
the greatest amount of evidence and the interpretation with
the next greatest amount of evidence is determined for each
element. The scan quality factor can vary inversely to the
greatest of those differences (e.g., to provide greater weight
for evidence from scans where the evidence for each element
is substantially for a single interpretation).

At step 545, the technology can decode the barcode based
on the integrated evidence, using, for each element, the ele-
ment interpretation with the greatest evidence in the inte-
grated character evidence. In the illustrated instance, decod-
ing can fail because character evidence has been collected for
only a portion of complete barcode 205. At step 550, the
method proceeds to step 560 because decoding was not com-
pleted. At step 560, it is determined whether there are addi-
tional lines to scan in the current image. With respect to partial
barcode 305, scan line 325 remains. If there are additional
scan lines, the method can proceed to step 512. Steps 512
through 530 can be performed for scan line 325. At step 535,
the character evidence is integrated into the integrated char-
acter evidence. FIG. 7C illustrates integrated character evi-
dence 715a-715c¢ after the element evidence for scan line 325
has been integrated. As illustrated, each element has a total of
3.0 units of evidence spread across one or more possible
interpretations for the element.

At step 545, the technology can decode the barcode based
on the integrated evidence, using, for each element, the ele-
ment interpretation with the greatest evidence in the inte-
grated evidence. In the illustrated instance, decoding can fail
because character evidence has been collected for only a
portion of complete barcode 205. At step 550, the method
proceeds to step 560 because decoding was not completed. At
step 560, it is determined whether there are additional lines to
scan in the current image. With respect to partial barcode 305,
no scan lines remain. If there are no additional scan lines, the
method can proceed to step 510.

At step 510, an image of a barcode is acquired. For
example, an image depicting partial barcode 405 can be
acquired. At step 512, a scan signal is acquired from the
image. For example, with respect to partial barcode 405, a
scan along scan line 415 can be performed to acquire a scan
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signal for scan line 415. At step 515, element evidence is
extracted from the scan signal. For example, with respect to
partial barcode 405, element evidence can be extracted for
each element in partial barcode 405, as described above. FIG.
8 illustrates exemplary element evidence 810a-810w for ele-
ments 410a-410w after the element evidence has been
extracted for scan line 415. At step 520, character evidence is
formed from the element evidence. For example, the element
evidence can be grouped by character position based on the
determinations described above. With reference to FIG. 8,
element evidence 810a-810f (corresponding to elements
410a-410f) form character evidence 815a, representing the
character at the first position in partial barcode 405. Element
evidence 810g-810/ (corresponding to elements 410g-410/)
form character evidence 81554, forming the character at the
second character position in partial barcode 405. Element
evidence 810m-8107 (corresponding to elements 410¢-410r)
form character evidence 815¢, forming the character at the
third character position in partial barcode 405. Character
evidence can be formed for the remaining characters in partial
barcode 405 in a similar manner.

At step 525, it is determined whether a correspondence
exists between the character evidence and integrated charac-
ter evidence. For example, the character evidence can be
compared to the integrated evidence at various positions to
find corresponding portions (e.g., suggesting overlap
between the partial barcodes). In the illustrated example,
character evidence 815a-815¢ can be compared to integrated
character evidence 7154-715¢ of FIG. 7C to determine if
there is a correspondence. For example, the following pos-
sible correspondences can be considered: 1) character evi-
dence 815a corresponding to integrated character evidence
715¢; 2) character evidence 815a and 8155 corresponding to
integrated character evidence 7156 and 715¢, respectively;
and 3) character evidence 8154, 8155, and 815¢ correspond-
ing to integrated character evidence 715a, 7155, and 715¢,
respectively. In some embodiments, a potential correspon-
dence can be evaluated by calculating a normalized correla-
tion between the integrated character evidence and the poten-
tially corresponding character evidence, for each potentially
corresponding character. The potential correspondence with
the greatest aggregate normalized correlation across all char-
acters, and that exceeds a pre-determined threshold, can be
considered the correct correspondence. FIG. 9 illustrates the
correspondence between integrated character evidence 715a-
715c¢ and character evidence 815a-815c¢. As illustrated, char-
acter evidence 8154, 8155, and 815¢ correspond to integrated
character evidence 715a, 7155, and 715¢, respectively (indi-
cating that the associated portions of partial barcode 305 and
partial barcode 405 overlap). At step 530, the method pro-
ceeds to step 535 because a correspondence is found. At step
535, the character evidence is integrated into the integrated
character evidence. For example, as illustrated in FIG. 9,
character evidence 815a, 8156, and 815¢ is added to inte-
grated character evidence 715a, 7156, and 715¢. In some
embodiments, the element evidence not associated with a
character can be appended to the integrated character evi-
dence. In some embodiments, the element evidence not asso-
ciated with the character can be discarded. The method can
proceed to step 545.

At step 530, if no correspondence is found, the method
proceeds to step 560. In some embodiments, integrated char-
acter evidence can be stored for multiple barcodes. The char-
acter evidence can be compared to the integrated character
evidence for one or more barcodes (e.g., in sequence and/or in
parallel), and, if a correspondence is found for a barcode, the
character evidence can be integrated into the integrated evi-
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dence for that barcode. In some embodiments, if the character
evidence does not correspond to any integrated evidence for
any barcode, the character evidence can be treated as associ-
ated with a new barcode.

At step 545, the technology can decode the barcode based
on the integrated character evidence, using, for each element,
the element interpretation with the greatest evidence. In the
illustrated instance, decoding can succeed because character
evidence has been collected for complete barcode 205. At
step 550, the method proceeds to step 555, where the decoded
barcode can be provided.

If it is determined that the barcode is not decoded, the
method can proceed as described above to extract additional
evidence from additional scan lines from additional images.
Ifit is determined at step 560 that there are no additional scan
lines and at step 565 that there are no additional images of the
barcode, a partially decoded barcode can be provided at step
555.

FIG. 10 depicts flowchart 1000 illustrating a method of
decoding a barcode based on multiple images of the barcode.
At step 1010, element evidence is extracted from a first
image. FIG. 11 depicts flowchart 1100 illustrating an imple-
mentation of step 1010. At step 1110, a scan along a first scan
line is performed on the image to extract element evidence.
For example, with respect to partial barcode 305, a scan along
scan line 315 can be performed to extract element evidence
for each element in partial barcode 305. For example, in the
case of partial barcode 305, each element can be interpreted
as one, two, three, or four modules wide. In some embodi-
ments, each scan along a scan line can contribute 1.0 units of
evidence to interpretations of each element.

FIG. 12A illustrates element evidence 710a-710w for ele-
ments 310a-310w after the element evidence has been
extracted for scan line 315. The four numbers shown for each
element indicate the amount of evidence for interpreting the
element as one module, two modules wide, three modules
wide, and four modules wide. For example, element evidence
1210a for element 310a shows 1.0 units of evidence for
interpreting element 310a as one module wide (e.g., indicat-
ing the module 310a was measured at nearly exactly one
module wide). Element evidence 12105 for element 310a
shows 0.5 units of evidence for interpreting element 3105 as
3 modules wide and 0.5 units of evidence for interpreting
element 3106 as 4 modules wide (e.g., indicating that module
3105 was measured at approximately 3.5 modules wide along
scan line 315). Similar element evidence can be collected for
each other element.

At step 1120, the evidence from the current scan line is
integrated into previously stored integrated element evidence
for the image, if any. In the instance of the first scan line 315
there may not be any stored integrated element evidence. At
step 1130, it is determined if there are additional scan lines for
which to extract element evidence. With respect to partial
barcode 305, scan lines 320 and 325 remain. If there are
additional scan lines, the method can proceed to step 1110. At
step 1110, a scan along the next scan line is performed on the
image to extract element evidence. For example, with respect
to partial barcode 305, a scan along scan line 320 can be
performed as described above. At step 1120, the element
evidence from the scan along scan line 320 is integrated into
the stored integrated evidence (e.g., the element evidence
from the scan along scan line 315). In some embodiments,
this is done by adding the evidence of possible interpretations
for each element. FIG. 12B illustrates integrated element
evidence 1205a-1205w for elements 310a-310w after the ele-
ment evidence for scan line 320 has been integrated. As
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illustrated, each element has a total of 2.0 units of evidence
spread across one or more possible interpretations for the
element.

At step 1130, it is determined if there are additional scan
lines for which to extract element evidence. With respect to
partial barcode 305, scan line 325 remains. At step 1110, a
scan along the next scan line is performed on the image to
extract element evidence. For example, with respect to partial
barcode 305, a scan along scan line 325 can be performed as
described above. At step 1120, the element evidence from the
scan along scan line 325 is integrated into the stored inte-
grated evidence (e.g., the integrated element evidence from
the scans along scan lines 315 and 320). FIG. 12C illustrates
the integrated element evidence 12104-1210w for elements
310a-310w after the element evidence for scan line 325 has
been integrated. As illustrated, each element has a total of 3.0
units of evidence spread across one or more possible inter-
pretations for the element.

If there are no additional scan lines for which to extract
element evidence, the method proceeds to step 1020 of FIG.
10. At step 1020, it is determined whether there are any other
images from which to extract element evidence. If there are
additional images, step 1010 can be performed for each addi-
tional image. For example, with respect to partial barcode
405, element evidence can be extracted as described above.
FIG. 13 illustrates integrated element evidence 13104-1310w
for elements 410a-410w after the element evidence for three
scan lines has been extracted and integrated. As illustrated,
each element has a total of 3.0 units of evidence spread across
one or more possible interpretations for the element. If there
are additional images, the method proceeds to step 1010, as
previously described.

If there are no additional images, the method proceeds to
step 1030. At step 1030, it is determined whether the inte-
grated evidence from each of the images corresponds to the
integrated evidence from other images. The technology can
include comparing the integrated element evidence from one
image to the integrated element evidence from another image
to determine if there are overlapping patterns of element
evidence that indicate the images include overlapping parts of
the barcode. In some embodiments, a potential correspon-
dence can be evaluated by calculating the normalized corre-
lation between the integrated element evidence from one
image and the integrated element evidence from another
image at a plurality of potential correspondences. The poten-
tial correspondence with the greatest normalized correlation
across all integrated element evidence, and that exceeds a
pre-determined threshold, can be considered the correct cor-
respondence.

FIG. 14 illustrates integrated element evidence 1200 from
partial barcode 305 and integrated evidence 1300 from partial
barcode 405. Integrated evidence 1200 and integrated evi-
dence 1300 can be evaluated at various alignments to deter-
mine if there is a correspondence at any alignment. As illus-
trated, based on the integrated evidence, integrated evidence
1210e-1210w correspond to integrated element evidence
13104-1310s. This can suggest that elements 310e-310w of
partial barcode 305 correspond to elements 410a-410s of
partial barcode 405.

At step 1040, it is determined whether a correspondence
has been found. If a correspondence is found, the method
proceeds to step 1050. At step 1050, the integrated evidence
from the two images is integrated. Referring to FIG. 14,
integrated evidence 1400 depicts the result of integrating
integrated element evidence 1200 and integrated element evi-
dence 1300 in accordance with the determined correspon-
dence. For example, as noted above, integrated element evi-
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dence 1210e corresponds to integrated element evidence
1310a. These can be integrated by adding the respective evi-
dence for each possible interpretation to form integrated ele-
ment evidence 1410e. The evidence from the remaining ele-
ments can be similarly integrated as illustrated to form
integrated element evidence for complete barcode 205. Evi-
dence from additional images can be integrated in a similar
manner. At step 1070, character element patterns can be deter-
mined (e.g., sets of elements corresponding to characters) and
the characters can be decoded. For example, for a particular
element, the interpretation with the greatest amount of evi-
dence can be selected as the interpretation for that element.
Elements can then be grouped and decoded in accordance
with the appropriate decoding standard.

The technology can be utilized in a variety of barcode
reading systems. For example, as described above, the tech-
nology can be used in a machine vision system with a
machine vision processor and one or more area scan or line
scan cameras. The technology can be utilized in a system with
a laser scanner. For example, a laser scanner can be used to
acquire one or more scan signals for the barcode. The tech-
niques described above can be employed to extract evidence
for sub-character barcode features from the signals as
described. For example, a scan signal can be acquired using a
laser scanner, e.g., as described in Palmer, Roger C., The Bar
Code Book: A Comprehensive Guide to Reading, Printing,
Specifying, Evaluating and Using Bar Code and Other
Machine-readable Symbols, Victoria, B.C.: Trafford, 2007,
the entire contents of which are hereby incorporated by ref-
erence.

The technology can extract sub-character barcode feature
evidence from one or more images from a single camera
and/or one or more images from multiple cameras. As used
herein, image can refer to an image or a portion thereof. For
example, an image can be composed of multiple regions (e.g.,
with each region containing at least a portion of the barcode).
The technology can extract sub-character barcode feature
evidence from a first image, where the first image corre-
sponds to a first region of a larger image. Similarly, the
technology can extract evidence from a second image, where
the second image is a second region of the larger image. U.S.
Pat. No. 8,646,690, titled “System and method for expansion
of field of view in a vision system” and issued on Feb. 11,
2014, the entire contents of which are hereby incorporated by
reference, describes a system for expanding a field of view of
a camera by using optics configured to project different por-
tions of the expanded field of view onto the camera’s sensor.
In some applications, the optics can be configured to project
a left part of the field of view on the top half of the camera’s
sensor and a right half of the field of view on the bottom half
of'the camera’s sensor. In some applications, the optics can be
configured to project a first field of view on the top half of the
camera’s sensor and a second field of view on the bottom half
of the camera’s sensor, where the first and second fields of
view are disjoint, from different perspective, etc. Using the
systems for expanding the field of view can result in the
images captured by the camera being shorter in height, but
wider in width than the camera’s native aspect ratio because
the height of the camera’s sensor is divided between the
multiple portions of the expanded field of view. As a result,
when a barcode passes through the field of view perpendicu-
lar to the field’s width, there can be an increased likelihood
that only a portion of the barcode is captured. The technology
described herein can be used to integrate the sub-character
barcode feature evidence from one or more images acquired
at separate time and/or for one or more images of the barcode
appearing in a single, larger image.
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The above-described techniques can be implemented in
digital electronic circuitry, or in computer hardware, firm-
ware, software, or in combinations of them. The implemen-
tation can be as a computer program product, i.e., a computer
program tangibly embodied in an information carrier, e.g., in
a machine-readable storage device or in a propagated signal,
for execution by, or to control the operation of, data process-
ing apparatus, e.g., a programmable processor, a computer, or
multiple computers. A computer program can be written in
any form of programming language, including compiled or
interpreted languages, and it can be deployed in any form,
including as a stand-alone program or as a module, compo-
nent, subroutine, or other unit suitable for use in a computing
environment. A computer program can be deployed to be
executed on one computer or on multiple computers at one
site or distributed across multiple sites and interconnected by
a communication network.

Method steps can be performed by one or more program-
mable processors executing a computer program to perform
functions of the technology by operating on input data and
generating output. Method steps can also be performed by,
and apparatus can be implemented as, special purpose logic
circuitry, e.g.,an FPGA (field programmable gate array) or an
ASIC (application-specific integrated circuit). Modules can
refer to portions of the computer program and/or the proces-
sor/special circuitry that implements that functionality.

Processors suitable for the execution of a computer pro-
gram include, by way of example, both general and special
purpose microprocessors, and any one or more processors of
any kind of digital computer. Generally, a processor receives
instructions and data from a read-only memory or a random
access memory or both. The essential elements of a computer
are a processor for executing instructions and one or more
memory devices for storing instructions and data. Generally,
acomputer also includes, or be operatively coupled to receive
data from or transfer data to, or both, one or more mass
storage devices for storing data, e.g., magnetic, magneto-
optical disks, or optical disks. Data transmission and instruc-
tions can also occur over a communications network. Infor-
mation carriers suitable for embodying computer program
instructions and data include all forms of non-volatile
memory, including by way of example semiconductor
memory devices, e.g., EPROM, EEPROM, and flash memory
devices; magnetic disks, e.g., internal hard disks or remov-
able disks; magneto-optical disks; and CD-ROM and DVD-
ROM disks. The processor and the memory can be supple-
mented by, or incorporated in special purpose logic circuitry.

To provide for interaction with a user, the above described
techniques can be implemented on a computer having a dis-
play device, e.g., a CRT (cathode ray tube) or LCD (liquid
crystal display) monitor, for displaying information to the
user and a keyboard and a pointing device, e.g., a mouse or a
trackball, by which the user can provide input to the computer
(e.g., interact with a user interface element). Other kinds of
devices can be used to provide for interaction with a user as
well; for example, feedback provided to the user can be any
form of sensory feedback, e.g., visual feedback, auditory
feedback, or tactile feedback; and input from the user can be
received in any form, including acoustic, speech, or tactile
input.

The above described techniques can be implemented in a
distributed computing system that includes a back-end com-
ponent, e.g., as a data server, and/or a middleware component,
e.g., an application server, and/or a front-end component,
e.g., a client computer having a graphical user interface and/
or a Web browser through which a user can interact with an
example implementation, or any combination of such back-
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end, middleware, or front-end components. The components
of the system can be interconnected by any form or medium
of digital data communication, e.g., a communication net-
work. Examples of communication networks include a local
area network (“LAN™) and a wide area network (“WAN”),
e.g., the Internet, and include both wired and wireless net-
works.

The computing system can include clients and servers. A
client and server are generally remote from each other and
typically interact through a communication network. The
relationship of client and server arises by virtue of computer
programs running on the respective computers and having a
client-server relationship to each other.

The technology has been described in terms of particular
embodiments. The alternatives described herein are examples
for illustration only and not to limit the alternatives in any
way. The steps of the technology can be performed in a
different order and still achieve desirable results. Other
embodiments are within the scope of the following claims.

What is claimed is:

1. A barcode reading system for decoding at least a portion
of'a barcode comprising:

a barcode scanner;

a signal processor connected to the barcode scanner,

wherein the signal processor is configured to:

store first integrated sub-character barcode feature evi-
dence for the barcode, the first integrated sub-charac-
ter barcode feature evidence comprising evidence for
a first plurality of possible sub-character barcode fea-
ture interpretations for a first plurality of sub-charac-
ter barcode features of the barcode;

acquire, from the barcode scanner, a first scan signal for
at least a first portion of the barcode;

extract, from the first scan signal, sub-character barcode
feature measurements for a second plurality of sub-
character barcode features;

determine first sub-character barcode feature evidence
for the second plurality of sub-character barcode fea-
tures based on the sub-character barcode feature mea-
surements for the second plurality of sub-character
barcode features, the first sub-character barcode fea-
ture evidence comprising evidence for a second plu-
rality of possible sub-character barcode feature inter-
pretations for the second plurality of sub-character
barcode features;

determine whether a first portion of the first integrated
sub-character barcode feature evidence corresponds
to a second portion of the first sub-character barcode
feature evidence;

integrate the first sub-character barcode feature evi-
dence into the first integrated sub-character barcode
feature evidence if the first portion of the first inte-
grated sub-character barcode feature evidence corre-
sponds to the second portion of the integrated sub-
character barcode feature evidence; and

determine one or more character values from the first
integrated sub-character barcode feature evidence.

2. The system of claim 1, wherein the first integrated sub-
character barcode feature evidence is first integrated element
evidence, the first integrated element evidence comprising
evidence for a first plurality of possible element interpreta-
tions for a first plurality of elements.

3. The system of claim 1, wherein the first integrated sub-
character barcode feature evidence is first integrated edge-to-
similar-edge feature evidence, the first integrated edge-to-
similar-edge feature evidence comprising evidence for a first
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plurality of possible edge-to-similar-edge feature interpreta-
tions for a first plurality of edge-to-similar-edge features.

4. The system of claim 1, wherein the first integrated sub-
character barcode feature evidence is first integrated module
location evidence, the first integrated module location evi-
dence comprising evidence for a first plurality of possible
module location interpretations for a first plurality of module
locations.

5. The system of claim 1, wherein the first integrated sub-
character barcode feature evidence is first integrated charac-
ter evidence, the first integrated character evidence compris-
ing evidence for a first plurality of possible element
interpretations for a first plurality of elements associated with
a character of the barcode.

6. The system of claim 1, wherein the barcode scanner is a
camera.

7. The system of claim 1, wherein the barcode scanner is a
laser scanner.

8. The system of claim 1, wherein the signal processor is
configured to determine the first sub-character barcode fea-
ture evidence for the second plurality of sub-character bar-
code features based on the sub-character barcode feature
measurements for the second plurality of sub-character bar-
code feature by applying one or more evidence functions to
each of the sub-character barcode feature measurements.

9. The system of claim 1, wherein the signal processor is
configured to determine whether a first portion of the first
integrated sub-character barcode feature evidence corre-
sponds to a second portion of the first sub-character barcode
feature evidence by calculating a correlation between the first
integrated sub-character barcode feature evidence and the
first sub-character barcode feature evidence.

10. The system of claim 1, wherein the first plurality of
possible sub-character barcode feature interpretations for a
first plurality of sub-character barcode features of the barcode
comprises all possible sub-character barcode feature interpre-
tations for the first plurality of sub-character barcode features.

11. A method performed by a barcode reading system for
decoding at least a portion of a barcode comprising:

storing, by the barcode reading system, first integrated

sub-character barcode feature evidence for the barcode,
the first integrated sub-character barcode feature evi-
dence comprising evidence for a first plurality of pos-
sible sub-character barcode feature interpretations for a
first plurality of sub-character barcode features of the
barcode;

acquiring, by the barcode reading system, from a barcode

scanner, a first scan signal for at least a first portion of the
barcode;

extracting, by the barcode reading system, from the first

scan signal, sub-character barcode feature measure-
ments for a second plurality of sub-character barcode
features;

determining, by the barcode reading system, first sub-char-

acter barcode feature evidence for the second plurality of
sub-character barcode features based on the sub-charac-
ter barcode feature measurements for the second plural-
ity of sub-character barcode features, the first sub-char-
acter barcode feature evidence comprising evidence for
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a second plurality of possible sub-character barcode fea-
ture interpretations for the second plurality of sub-char-
acter barcode features;

determining, by the barcode reading system, whether a first

portion of the first integrated sub-character barcode fea-
ture evidence corresponds to a second portion of the first
sub-character barcode feature evidence;
integrating, by the barcode reading system, the first sub-
character barcode feature evidence into the first inte-
grated sub-character barcode feature evidence if the first
portion of the first integrated sub-character barcode fea-
ture evidence corresponds to the second portion of the
integrated sub-character barcode feature evidence; and

determining, by the barcode reading system, one or more
character values from the first integrated sub-character
barcode feature evidence.

12. The method of claim 11, wherein the first integrated
sub-character barcode feature evidence is first integrated ele-
ment evidence, the first integrated element evidence compris-
ing evidence for a first plurality of possible element interpre-
tations for a first plurality of elements.

13. The method of claim 11, wherein the first integrated
sub-character barcode feature evidence is first integrated
edge-to-similar-edge feature evidence, the first integrated
edge-to-similar-edge feature evidence comprising evidence
for a first plurality of possible edge-to-similar-edge feature
interpretations for a first plurality of edge-to-similar-edge
features.

14. The method of claim 11, wherein the first integrated
sub-character barcode feature evidence is first integrated
module location evidence, the first integrated module loca-
tion evidence comprising evidence for a first plurality of
possible module location interpretations for a first plurality of
module locations.

15. The method of claim 11, wherein the first integrated
sub-character barcode feature evidence is first integrated
character evidence, the first integrated character evidence
comprising evidence for a first plurality of possible element
interpretations for a first plurality of elements associated with
a character of the barcode.

16. The method claim 11, wherein the barcode scanner is a
camera.

17. The method of claim 11, wherein the barcode scanner is
a laser scanner.

18. The method of claim 11, further comprising:

applying, by the barcode reading system, one or more

evidence functions to each of the sub-character barcode
feature measurements.

19. The method of claim 11, further comprising:

calculating a correlation between the first integrated sub-

character barcode feature evidence and the first sub-
character barcode feature evidence.

20. The method of claim 11, wherein the first plurality of
possible sub-character barcode feature interpretations for a
first plurality of sub-character barcode features of the barcode
comprises all possible sub-character barcode feature interpre-
tations for the first plurality of sub-character barcode features.
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